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Specifications
Model TC-1
Tube Size 4.1 – 5.0 mm ø
Flow Rate 0 – 7 ml/min
Power Requirements [115V+10%, ~(AC), 

50/60Hz, 100W/hr]
Classifications Class I Equipment
Applied Part Type Type BF
Heat Exchange Dry Heat Exchange
Operating Condition 0 – 40°C

30 – 95%RH  Non condensing
Body Dimension 176(L) x 65(W) x 36(H) [mm]
Weight 560g

Specifications subject to change without notice.

The Tempcare has been designed to warm I.V.
fluids near to the body temperature of the
small animal patient.

This is essential during surgical procedures
where the patient experiences body heat loss.

Life-threatening hypothermia occurs
commonly with shock, trauma, adverse
weather exposure and dibility.

External body warming methods are
often inadaquate alone.

The Tempcare Veterinary Fluid Warmer
can be a vital component to the care of
the ill or compromised patient.

Advantages of Using Tempcare
• Tempcare is capable of warming all

IV fluids available including blood.
• Tempcare is lightweight, portable

and compact.
• No special IV sets are required.

Tempcare is compatible to 
most regular sets.

• Fast and easy set-up.
• One touch on/off pre-set operation.
• Easy to clean and maintain.

Tempcare Warming Performance
• Heat is conducted from the groove

of the heating plate to the fluid
inside the tube of the IV set. The
temperature of the heating plate is
always controlled at 46°C (115°F) by
sensors, so a constant safe fluid tem-
perature flowing to the patient is
maintained.

Safety Mechanisms
• Temperature sensors control the

temperature of the heating plate and
fluid to prevent overheating.

• A temperature-controlled fuse shuts
off the power supply in the event
that all of the sensors fail.

* Water-resistant design.
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