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Advantages
Large capacity
Affordable price
Optional tachometer
Quiet vibration-free operation

Design Features
Suction-cupped feet to prevent slipping
Impact-resistant metal lid with view port
All-metal body construction
Cooling fan for motor compartment
Safety shut-off switch in lid
Locking lid
Wide mouth for easy clean-up

Specifications
0-3,200 rpm variable for V24 (1,575 g)
Up to 4,000 rpm for V24T (2,450 g)

Controls
Illuminated power switch
Electric brake for quick stop
Auto-off 30-minute timer with bell
Variable speed control

Includes
24-place rotor (24C-T24R)
24 tube shields for 15 ml tubes (TS-15ML)
24 tube shields for 13-75mm tubes (TS-1375)

Warranty
One year on materials and workmanship

Dimensions and Weight
Height: 12.1” (307mm)
Length: 18” (457mm)
Width: 17” (432mm)
Weight: 37 lbs (16.7kg)

Large capacity loads are spun easily with the du-
rable and quiet V24 centrifuge.  This unit carries
up to 24 15ml test tubes at speeds up to 3,200
rpm (up to 4,000 rpm on V24T), and also includes
smaller tube shields for 13x75mm tubes.  The
variable speed control allows for blood, urine and
other fluids to be spun at CLIA-recommended
speeds; the optional digital tachometer accurately
measures the speed when exact g-forces are criti-
cal.  The metal lid securely locks shut, while the
small transparent view port allows for safe ob-
servation of samples and speed calibration
checks.  Set the timer and walk away...when the
bell rings, push the electric brake button to quickly
stop the rotor.

LW-V24T

Part# Description

LW-V24 24-place centrifuge

LW-V24T
24-place centrifuge

w/ tachometer

V24
• Spin 24 Test Tubes
• Variable Speed with Timer
• Tachometer Option for Exact Forces
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